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Air S2 Stage
Part no.  H11883     EAN  3662009029566

Insulation and noise reduction.

›  Dynamic Handheld Microphone ›  Supercardioid

PRODUCT PAGE ONL INE

audiophony.com/micros-air/s2-stage
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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https://audiophony.com/micros-air/s2-stage/
https://audiophony.com/micros-air/s2-stage/
https://audiophony.com/downloads/Air-s2-stage_manuel-1.0.pdf


Technical specifications

Type Dynamic voice coil

Frequency response 100 Hz - 15 kHz

Impedance 400 Ω±30% (@ 1 kHz)

Housing Die-cast zinc, matt black finish

Dimensions Ø51.5 × 172 mm

Connector XLR 3-pin male

Net weight 315 g

Family Air
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Overview

The Air S2 Stage is a supercardioid dynamic microphone designed for stage and vocal performance.

Its supercardioid polar pattern offers a high degree of acoustic isolation and excellent feedback rejection,
enabling singers and presenters to turn up the volume without the risk of unwanted feedback.

With a frequency response of 100 Hz to 15 kHz, it delivers high-quality vocal pickup, favoring clarity and
presence while naturally filtering out unwanted low frequencies. Sensitivity of -74 dB±3 dB and impedance of
400 Ω for universal compatibility with mixing desks and mic preamps.

Insulation and noise reduction.

The internal rubber isolation system drastically reduces handling and cable noise, ensuring clean pickup even
when the mic changes hands or moves around the stage. The multi-layer blast filter effectively protects against
wind and plosives, avoiding unpleasant saturation during close miking. The result: clear, intelligible sound, even
under the most difficult stage conditions.

Rugged construction for touring.

The die-cast zinc body with matte black finish offers exceptional shock and drop resistance, withstanding the
rigors of repeated touring and performance. Compact (Ø51.5 × 172 mm) and lightweight (315 g), it sits
comfortably in the hand during long sessions.

Supplied with protective cover. Standard 3-pin male XLR connector for professional wiring.

Technical specifications:

Type

: Dynamic voice coil

Directivity

: Supercardioid

Frequency response

: 100 Hz - 15 kHz

Sensitivity

: -74 dB±3 dB (0 dB = 1 V/μbar @ 1 kHz)

Impedance

DATASHEET · AIR S2 STAGE

Air S2 Stage · H11883 · hitmusic.eu · Updated 14/09/2026 page 3 / 7



: 400 Ω±30% (@ 1 kHz)

Insulation system

: Rubber interior (reduces handling noise)

Blast filter

: Integrated multi-layer (wind and plosive protection)

Construction

: Die-cast zinc, matt black finish

Dimensions

: Ø51.5 × 172 mm

Connector system

: XLR 3-pin male

Supplied accessories

: Soft carrying case

DATASHEET · AIR S2 STAGE

Air S2 Stage · H11883 · hitmusic.eu · Updated 14/09/2026 page 4 / 7



Compatible accessories

A602
H1078

WINDSCREEN BLACK
(5 pcs)
B00415

WINDSCREEN
COLOURED (5 pcs)

B00416

MS-26PRO
B00765

MS-27
B00766

AUD-3PMF-3M
B01519

AUD-3PMF-5M
B01520

AUD-3PMF-10M
B01521

JB70
B00707

JB71
B00412

CM/XFXM-0,6
H9298

CM/XFXM-20
H7951
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https://hitmusic.eu/en/product/a602/
https://hitmusic.eu/en/product/windscreen-black-5-pcs/
https://hitmusic.eu/en/product/windscreen-coloured-5-pcs/
https://hitmusic.eu/en/product/ms-26pro/
https://hitmusic.eu/en/product/ms-27/
https://hitmusic.eu/en/product/aud-3pmf-3m/
https://hitmusic.eu/en/product/aud-3pmf-5m/
https://hitmusic.eu/en/product/aud-3pmf-10m/
https://hitmusic.eu/en/product/jb70/
https://hitmusic.eu/en/product/jb71/
https://hitmusic.eu/en/product/cm-xfxm-06/
https://hitmusic.eu/en/product/cm-xfxm-20/
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