
W I R E L E S S  M I C R O P H O N E S ,  W I R E D  M I C R O P H O N E S

Air W1 Performance
Part no.  H11885     EAN  3662009029580

Discretion and optimum positioning.

›  Ultra-light Micro Headband

PRODUCT PAGE ONL INE

audiophony.com/micros-air/w1-performance
Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Type Miniature electret (condenser)

Frequency response 50 Hz - 18 kHz

Max SPL (@1m) 115 dB

Impedance 1500 Ω±30% (@ 1 kHz)

Power supply 1-10 V DC

Capsule Ø5.2 mm

Net weight 18 g (without connector)

Connector Mini XLR 3-pin female

Family Air
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Overview

The Air W1 Performance is an ultra-lightweight omnidirectional headband microphone designed for stage and
professional applications requiring total freedom of movement with high-quality vocal reproduction.

Its miniature 5.2 mm electret capsule offers clear, natural vocal pickup, thanks to a wide frequency range from
50 Hz to 18 kHz and a high maximum sound pressure level of 115 dB SPL.

Sensitivity of -60 dB±3 dB and 1500 Ω impedance for universal compatibility with Audiophony bodypack
transmitters.

Discretion and optimum positioning.

The discreet finish ensures minimal visibility on stage or during presentations. The flexible, length-adjustable
boom offers optimal positioning in front of the mouth, and can be adjusted in height and depth to suit the user's
morphology. The clip fastening system guarantees a stable, comfortable fit, even during dynamic movements.
Weighs just 18 grams (without connector) for total comfort over long sessions.

Professional design for stage use.

The robust metal frame withstands repeated handling and stage stress, yet remains flexible enough for precise
adjustment without distortion. 1-10V DC power supply for compatibility with all standard HF transmitters.

Mini XLR 3-pin female connector. Supplied with protective carrying case.

Technical specifications:

Type

: Miniature electret (condenser)

Directivity

: Omnidirectional

Frequency response

: 50 Hz - 18 kHz

Sensitivity

: -60 dB±3 dB (0 dB = 1 V/μbar @ 1 kHz)

SPL max

: 115 dB
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Impedance

: 1500 Ω±30% (@ 1 kHz)

Power supply

: 1-10 V DC

Capsule

: Ø5.2 mm

Weight

: 18 g (without connector)

Finish

: Discreet (minimal visibility)

Pole

: Flexible, adjustable in length and height

Mounting

: Headband clip

Frame

: Metal

Connector

: Mini XLR 3-pin female

Supplied accessories

: Soft carrying case

⚠ Important Notice — Compatibility.

This microphone is not compatible with JB Systems transmitters.
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Compatible accessories

UHF410-Body-F8
H10273

UHF410-Body-F5
H11028

GO-Body-F8
H9990

GO-Body-F5
H11031

RACER-GoModF8 evo
H11669

RACER-GoModF6 evo
H11670

RACER-GoModF5 evo
H11668

RACER80 Evo
H11665

RACER250 Evo
H11667

RACER120 Evo
H11666

GO-Body-F6
H11672
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