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AMP150.8H
Part no.  H11851     EAN  3662009029245

Eight zones, a single 1U unit.

›  150 W

›  8-channel

›  70/100 V line

›  Class D

›  1U amplifier

›  Designed to provide sound to a large number of
independent zones in a single rack unit

PRODUCT PAGE ONL INE

audiophony-pa.com/en/product/amp150-8h
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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Technical specifications

Power at 100 V 150 W, 8 × 135 W (74 Ω, all channels loaded)

Power at 70 V 150 W, 8 × 135 W (36 Ω, all channels loaded)

Input sensitivity 0.9–1.1 V (0 ±1 dBV)

Input impedance 20 kΩ balanced / 10 kΩ unbalanced

Voltage gain (100 V) 40 dB

Frequency response 100 Hz – 15 kHz

Rapport signal / bruit > 95 dB

THD+N < 0,1 %

Facteur d’amortissement > 200

Output voltages 70 V / 100 V

Power circuit Class D switching power supply

Power supply AC 220–240 V, 50/60 Hz

Protections short circuit, open circuit, thermal, current limiter,
ultrasound, and radio frequencies

Indicator lights signal (green), clip (red), power (green), protection (red)

Connections Inputs and outputs via Euroblock connectors

Controls ON/OFF switch and volume controls on the back, voltage
selectors on the back

Cooling fan-cooled, 62.5 dB at 1 m

Dimensions 483 × 44 × 360 mm, 19″ 1U

Net weight 5 kg
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Overview

Eight zones, a single 1U unit.

The AMP150.8H meets a specific need: providing sound to a large number of small, independent zones without
having to use multiple amplifiers. Schools, multi-department stores, office buildings with numerous offices or
hallways: wherever the number of zones takes precedence over power per zone, the AMP150.8H packs eight
amplified channels into a single 1U rack unit weighing 5 kg.

Eight channels, total control.

Each channel delivers 150 W on a 70 V or 100 V line, with independent voltage selection per channel on the rear
panel. Level adjustment is performed channel by channel, also on the rear panel, for precise calibration of each
zone without affecting the others. Note: The 150 W per channel rating applies when the unit is not under full
load; when all eight channels are driven simultaneously, each delivers up to 135 W RMS. Three LED indicators
per channel (signal, clip, protection) provide immediate visual feedback on the status of each line, which is
useful for both operation and maintenance.

Measurable sound quality.

THD+N below 0.1% ensures a faithful signal even at full power, with no audible coloration in either vocals or
music. A signal-to-noise ratio greater than 95 dB ensures that silence remains silent between announcements. A
damping factor greater than 200 controls speaker movement for clear sound reproduction, even at the end of a
100 V line.

Connectivity and Integration.

Eight inputs and eight outputs via Euroblock connectors, with the same format as the rest of the AMP H Series
lineup: an installer familiar with one model in the series is familiar with them all. Short-circuit, open-circuit,
thermal, overcurrent, ultrasonic, and RF protection included as standard. Fan-cooled, 220–240 V AC power
supply.

Key Features:

8 independent channels, 70 V / 100 V selection for each channel

Power: 150 W per channel (8 × 135 W with all channels loaded simultaneously)

Channel-by-channel level adjustment on the rear panel

Signal, clip, and protection LEDs per channel

Class D, 1U 19″ form factor
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Compatible accessories

CHF835
H10965

CHP506
H10912

CHP630
H10915

CHP630GB
H10989

CHF860
H9909

CHP660
H9910

CHP520
H10914

CHP620
H9757

CHPsub
H10533

CHP630SQ
H10974

CHP6A-Bset
H10933

CHP520GB
H10988
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