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PUBLIC ADDRESS, 100 V AMPLIFIERS

AMP300.4H

Part no. H11849 EAN 3662009029221

DUDIOPHONY
puhh(—address

Four zones, balanced power.

> 4-channel 300 W amplifier > Class D 1U

> 70 /100 V line > With priority input and Dante option

PRODUCT PAGE ONLINE
audiophony-pa.com/en/product/amp300-4h

Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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https://audiophony-pa.com/en/product/amp300-4h/
https://audiophony-pa.com/en/product/amp300-4h/
https://audiophony-pa.com/notice/AMP-4H-series-EN.pdf
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Power at 100 V

Power at 70 V

Input sensitivity

Input impedance

Voltage gain (100 V)

Frequency response

Signal-to-noise ratio

THD+N

Damping factor

Output voltages

Power circuit

Power supply

Protection

Indicators

Connections

Controls

Cooling

Dimensions

Net weight

2 X 300 W (2 channels driven) /4 x 270 W (37 Q, 4

channels driven)

2 X 300 W (2 channels driven) /4 x 270 W (18 Q, 4

channels driven)

0.9-1.1V (0 1 dBV)

20 kQ balanced / 10 kQ unbalanced

40 dB

100 Hz - 15 kHz

> 95 dB

<0.1%

> 200

70v/100V

Class D switch-mode supply

AC 220 - 240V, 50/ 60 Hz

short circuit, open circuit, thermal, limiter, ultrasonic and

radio frequencies

signal (green), clip (red), power (green), priority (orange),

protection (red)

1 Euroblock input and 2 Euroblock outputs per channel,
FAIL, DIS, PRI, GND and TEST control connectors

ON/OFF switch and volumes on the front panel, voltage

selectors at the rear

fan cooled, 62.5 dB at 1 m

483 x 44 x 360 mm, 19" 1U

6.2 kg
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Overview

Four zones, balanced power.

The AMP300.4H targets multi-zone installations where each line needs intermediate power, between the
headroom of the 500 W and the compactness of the 150 W: retail, restaurants, office buildings with several
spaces. Four independent channels each deliver up to 300 W on a 70 V or 100 V line, with an independent

voltage selector per channel at the rear and a per-channel volume control on the front panel.

Priority and supervision built in.

Beyond amplification, the AMP300.4H carries control logic designed for day-to-day operation: a priority TEST
input, triggered by a dry contact on the PRI terminal, instantly switches an announcement across every zone.
The FAIL (5 V fault output) and DIS (disable) contacts report the amplifier's state to an external supervision

system, useful wherever a failure has to be detected remotely.

Measurable sound quality.

THD+N below 0.1 % keeps the signal faithful even at full output, with no audible colouration on speech or on
music. A signal-to-noise ratio above 95 dB lets silence stay silent between two announcements. A damping

factor above 200 keeps the driver under control for a well-defined result, including at the far end of a 100 V line.

Ready for Dante.

The AMP300.4H accepts the optional AMP-DANTE4 card, which moves all four channels onto the Dante audio
network through two redundant RJ45 ports. An analogue amplifier today, ready for a networked installation

tomorrow, without replacing the hardware.
View the AMP-DANTEA4 card —»

Connections and integration.

One Euroblock connector on the input and two on the output of each channel (wired in parallel), in the same
format as the rest of the AMP H Series. Short-circuit, open-circuit, thermal, limiter, ultrasonic and radio-

frequency protection as standard. Variable-speed fan cooling, 62.5 dB at 1 m, AC 220 - 240 V power supply.

The AMP300.4H is part of the Audiophony PA AMP H Series, available with 1, 4 or 8 channels, from 150 to 500 W

per channel.

Key features:

4 independent channels, 70 V / 100 V selection on each channel
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Priority TEST input, triggered by a dry contact (PRI terminal)
FAIL (5 V fault output), DIS (disable) and GND control contacts
2 parallel output terminals per channel

Class D, 1U 19" format, variable-speed fan

Compatible with the optional AMP-DANTE4 Dante card

Technical specifications:

Packaging content:

The amplifier
A CE power cord
Four rubber feet

The user manual
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Compatible accessories

CHF835 CHP506
H10965 H10912

CHF860 CHP660
H9909 H9910

CHPsub CHP630SQ
H10533 H10974

CHP630
H10915
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CHP520
H10914

CHP6A-Bset
H10933
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CHP630GB
H10989

CHP620
H9757

CHP520GB
H10988
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https://hitmusic.eu/en/product/chf835/
https://hitmusic.eu/en/product/chp506/
https://hitmusic.eu/en/product/chp630/
https://hitmusic.eu/en/product/chp630gb/
https://hitmusic.eu/en/product/chf860/
https://hitmusic.eu/en/product/chp660/
https://hitmusic.eu/en/product/chp520/
https://hitmusic.eu/en/product/chp620/
https://hitmusic.eu/en/product/chpsub/
https://hitmusic.eu/en/product/chp630sq/
https://hitmusic.eu/en/product/chp6a-bset/
https://hitmusic.eu/en/product/chp520gb/
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