
P A S S I V E  S P E A K E R S

BLAST-15P
Part no.  B08650     EAN  5420025686501

A versatile speaker, suitable for stand-
mounted, monitor or fixed-installation use.

›  15″ full-range passive speaker

›  400 W RMS at 8 Ω

›  Titanium compression driver

›  For stand-mounted

›  Monitor or fixed-installation use

PRODUCT PAGE ONL INE

jb-systems.eu/blast-15p
Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Model size 15″

Impedance 8 Ω

Power into 8 Ω 400 W RMS

Frequency response 45 Hz – 20 kHz

Max SPL (at 1 m) 125 dB

Dispersion (H × V) 90° × 60°

Woofer 15 inches

Tweeter 1.75 inches, titanium compression driver

Connections speakON input and output (+1/-1)

Construction plywood cabinet, polyurethane paint finish

Rigging 2 × M8 points (rear panel)

Protection class IP20

Color black

Dimensions 411 × 435 × 712 mm

Net weight 21.5 kg
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Overview

A versatile speaker, suitable for stand-mounted, monitor or fixed-installation use.

The BLAST-15P is a passive full-range speaker designed to accommodate two common uses without additional
equipment: mounted on a stand as a main front-of-house speaker, or placed on the floor as a stage monitor.
Two M8 rigging points on the rear of the cabinet open up a third option: fixed installation, on a bracket or
suspended with eyebolts. The cabinet is made of plywood with a polyurethane paint finish, providing a sturdy
construction that withstands the repeated handling of regular use.

Power designed to project far.

400 W RMS at 8 ohms, delivered by a 15-inch woofer and a 1.75-inch titanium compression driver: the BLAST-
15P delivers a frequency response of 45 Hz to 20 kHz with a maximum SPL of 125 dB at 1 m—more than
enough to provide front-of-house sound for small to medium-sized events or to hold its own as a monitor
without faltering.

Handling and Connectivity.

A molded recessed handle on each side of the cabinet makes it easy to transport and set up. The BLAST-15P’s
beveled design allows it to be used on the floor as a stage monitor, without any additional stands or
accessories. Input and output via speakON connectors (+1/-1), for a secure connection and easy daisy-chaining
to a second speaker.

Key Features:

15″ full-range passive speaker, 8 Ω

400 W RMS

1.75-inch Titanium Compression Motor

Plywood box, finished with polyurethane paint

Two M8 rigging points on the rear

Recessed handles, beveled design for stage monitor use

speakON input/output connectors (+1/-1)
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Compatible accessories

M8 Eyebolt (4 pcs)
B00657
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