
S C E N O G R A P H Y  P R O J E C T O R S

BT-PROFILE 6C10
Part no.  B06063     EAN  5420025660631

A compact all-in-one solution.

›  200 W

›  6-color (RGBALC) LED fixture

›  Very compact

›  White CRI > 95

›  And 25°–50° zoom; can be controlled via DMX
or in standalone mode

PRODUCT PAGE ONL INE

briteq-lighting.com/bt-profile-6c10
Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Dimensions 56.8 × 19.1 × 22.4 cm

Weight 6.2 kg

Power Supply AC 100–240 V, 50/60 Hz

Power consumption 200 W

Color black

Display OLED

Mounting standard clamp (optional)

Protection rating for indoor use

Control modes fixed standalone, automatic standalone, manual, DMX

Protocol DMX, RDM

DMX channels 1 through 19, depending on the mode

Maximum luminous flux 5,360 lm

Illuminance 1,377 lux at 5 m (23.3° beam angle)

Color temperature 1,800 K to 10,000 K

IRC 95

Colors white, RGBALC (red, green, blue, amber, lime, cyan)

Features manual focus, manual zoom

Zoom range 23.3° to 52.2°

Max refresh rate 25 kHz

Input/output connections 5-pin XLR, powerCON TRUE1, or compatible
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Overview

A compact all-in-one solution.

The BT-PROFILE 6C10 combines in a lightweight, rugged housing what previously required two separate
projectors: high-quality white light, a wide color gamut, and high brightness—all in a compact design ideal for
installations where space is at a premium.

A precision optical system for a cutting projector.

The 6C10 features a fixed optical unit with variable focus and a continuous zoom range from 25° to 50°. The 4-
blade system, positioned at the focal plane, allows for sharp beam edges and precise framing of the illuminated
area: enough to outline a stage, isolate a subject, or mask a set element without relying on a camera operator
or external shutters. A compatible gobo holder (BT-PROFILE HD/WW GOBO HOLDER, sold separately) completes
the setup for projecting patterns.

Perfect white, rich colors.

Based on a 6-color RGBALC LED cluster (red, green, blue, amber, lime, cyan), the BT-PROFILE 6C10 delivers
white light with a CRI greater than 95 and color temperature presets, along with a selection of preset colors.
Thanks to the CCS (CCS Color Calibration System), color variations between batches are eliminated, with the
same color temperature presets (1,800 K to 10,000 K) and the 48 calibrated color presets (LEE® / ROSCO®
numbering) as the BT-THEATRE HD2, ensuring perfect consistency between the two projectors in the same
installation.

Standalone or DMX-controlled.

The BT-PROFILE 6C10 operates in fully standalone mode without DMX—useful for museums or exhibition
booths—or via DMX with 8 different channel modes to suit your control needs. The RDM function simplifies
remote addressing and configuration. In the event of a DMX outage, a choice between “blackout” and “freeze”
prevents unexpected issues during a performance.

User-friendly operation.

Quiet cooling with multiple noise presets (live, studio, etc.), adjustable LED refresh rate for flicker-free video
recordings, manual control of dimmer, colors, temperature, and zoom, and a lock function to prevent accidental
changes. A rear-panel OLED display provides access to a comprehensive configuration menu, allowing you to
adjust DMX addressing, channel mode, or presets without using an external controller.

Connectivity.
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DMX inputs/outputs via 5-pin XLR connectors and power inputs/outputs via powerCON TRUE1 or compatible
connectors, for easy daisy-chaining of multiple devices.

Key Features:

RGBALC 6-Color LED Cluster, 200 W

IRC White > 95, temperature presets 1,800 – 10,000 K

48 calibrated color presets (LEE® / ROSCO® numbering), compatible with BT-THEATRE HD2

Built-in manual zoom 25°–50°, 4-blade cutting system

Standalone or DMX operation (8 channel modes), RDM

OLED display, settings lock, blackout or freeze mode when DMX is interrupted
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Dimensions
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Compatible accessories

BT-THEATRE HD2
B06035

BT-PROFILE 6C20
ENGINE
B06054

BT-PROFILE HD/WW
GOBO HOLDER

B06061
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