
S C E N O G R A P H Y  P R O J E C T O R S

BT-TVPANEL TW
Part no.  B06032     EAN  5420025660327

TV, FILM, REPORTER, ...

›  Professional projector with adjustable white and
battery power for TV studios and outdoor
applications (IP20)

PRODUCT PAGE ONL INE

briteq-lighting.com/bt-tvpanel-tw
Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Compact but powerful projector 640 CW/WW LEDs with a total power of 260W

Variable white between 3000K → 5600K with precise CCT
preselection

Excellent photometric specifications Ra> 98, TLCI > 99, ...

A smartly designed aluminum finish for multi-functional use:

PHOTO & TV-STUDIO external "click-on" power supply 110V - 240V with V-LOCK
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Overview

Professional soft light projector for TV studios and outdoor applications (only in dry conditions).

TV, FILM, REPORTER, ...

Use of 1 or 2 optional standard V-LOCK batteries (compatible with 14.8V and 26V)

Easily interchangeable frost filters + possibility to add additional filter sheets (colored).

Various optional accessories : 8 sheets flux cutter, manual caliper, intensifier, softbox, ...

Beam angle of 115°.

Excellent dimming electronics with 4 dimming curves, dimming speed control.

Flicker-free dimming to 0% with refresh rates between 900Hz and 25kHz

Four dimming curves: linear, square, inverse square, and S-curve

Easy stand-alone operation: 3 rotary knobs for dimming, CCT presets and continuous CCT adjustment.

Full DMX control with different control modes and channels.

Wireless DMX (optional WTR dongle) or wired 3-pin / 5-pin XLR inputs/outputs.

RDM functionality for remote adjustment and monitoring.

Very quiet temperature controlled fan cooling.

Lock function to prevent unwanted changes to the settings.

Factory default reset + user settings can be saved/loaded.

2 x 16-character OLED displays with touch-sensitive buttons for easy configuration.

A manual studio bracket is available as an option.

High light output: 19'000 lm

powerCON TRUE1 compatible inputs/outputs for easy chaining.
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Dimensions
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Compatible accessories

BT-TVPANEL YOKE
B06040

BT-TVPANEL
SOFTBOX

B06043

BT-TVPANEL
intensifier

B06041

BT-TVPANEL
BARNDOOR

B06042

WTR-DMX DONGLE
B04645
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https://hitmusic.eu/en/product/bt-tvpanel-yoke/
https://hitmusic.eu/en/product/bt-tvpanel-softbox/
https://hitmusic.eu/en/product/bt-tvpanel-intensifier/
https://hitmusic.eu/en/product/bt-tvpanel-barndoor/
https://hitmusic.eu/en/product/wtr-dmx-dongle/
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