
B L I N D E R

BTI-BEAMBAR18
Part no.  B05576     EAN  5420025655767

›  1 m IP65 pixel-mapping RGBL 18×25 W LED bar

›  With DMX/Art-Net/sACN control

›  16-bit dimming

›  Integrated effects

›  OLED display

›  Seetronic connectivity

›  And frost options for wash use

PRODUCT PAGE ONL INE

briteq-lighting.com/bti-beambar18
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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https://briteq-lighting.com/bti-beambar18
https://briteq-lighting.com/bti-beambar18
https://briteq-lighting.com/fileuploader/download/download/?d=0&file=custom/upload/File-1762338696.pdf


Technical specifications

Controllable colours CLA, RGBL

Protection class IP65

Function Frost

Lamp type LED

Protocol Art-Net, DMX, sACN

Family BTI
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Overview

BTI-BEAMBAR18 is a highly versatile 1 m long outdoor LED pixel mapping bar.

Excellent for many rental projects, TV studios, concert stages, nightclubs and more

Equipped with 18 extremely efficient 6° narrow-beam lenses, combined with powerful 25 W RGBL LEDs

IP65 protection for outdoor applications

Magnetic frost filter filter transforms the fixture into a magnificent wash light solution

Total pixel control with intuitive effects engine or via DMX, Art-Net or sACN

11, 20, 24, 76 or 96 DMX channels + RDM function for easy remote configuration

16-bit dimming with adjustable speed and 3 different curves

Built-in CCT presets from 1700K to 8000K

LED refresh rate adjustable between 1200Hz and 25000Hz

Quick-locking system allows spotlights to be easily mounted horizontally or vertically together

OLED display with touch buttons for easy navigation

Seetronic IP65 XLR 5-pin connectors, can be converted to XLR 3-pin with our BT-XLR5TO3 kit.

Seetronic IP65 RJ45 connectors for Art-Net and sACN connectivity

Integrated Art-Net to DMX conversion

Seetronic IP65-compatible power supply inputs/outputs TRUE1

Software updates via standard RJ45 network cable

Sturdy tilt brackets with omega brackets (included) for quick installation
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Dimensions
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Compatible accessories

BT-XLR5TO3 KIT
B05517

BTI-BEAMBAR18 -
60x30 beam

B05582

BTI-BEAMBAR18 -
Black frost

B05581

BTI-IPTEST
B09904

LIGHT BARS 1 - CASE
B03307

LIGHT BARS 1 -
DIVIDER SET C

B03312

PCT1-HYBRID-XLR5-
10M

B01576

PCT1-HYBRID-XLR5-
1M5

B01573

PCT1-HYBRID-XLR5-
3M

B01574

PCT1-HYBRID-XLR5-
5M

B01575

PCT1M/F-10M
B01564

PCT1M/F-1M5
B01561
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https://hitmusic.eu/en/product/bt-xlr5to3-kit/
https://hitmusic.eu/en/product/bti-beambar18-60x30-beam/
https://hitmusic.eu/en/product/bti-beambar18-black-frost/
https://hitmusic.eu/en/product/bti-iptest/
https://hitmusic.eu/en/product/light-bars-1-case/
https://hitmusic.eu/en/product/light-bars-1-divider-set-c/
https://hitmusic.eu/en/product/pct1-hybrid-xlr5-10m/
https://hitmusic.eu/en/product/pct1-hybrid-xlr5-1m5/
https://hitmusic.eu/en/product/pct1-hybrid-xlr5-3m/
https://hitmusic.eu/en/product/pct1-hybrid-xlr5-5m/
https://hitmusic.eu/en/product/pct1m-f-10m/
https://hitmusic.eu/en/product/pct1m-f-1m5/
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