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DATASHEET - BTI-EXPOBEAM WW Fabrigue sensarielle

ARCHITECTURAL SPOTLIGHTS

BTI-EXPOBEAMWW = —

Part no. B05226 EAN 5420025652261

BTI-EXPOBEAM WW - 150W IP65 COB LED
spotlight for stands and events.

150 W (3000 K) COB LED spotlight with 15° narrow beam, IP65, with exceptional color rendering (CRI
>95 / TLCI >97). Ideal for stands and events, 25 kHz flicker-free capture, OLED display and stand-
alone/master-slave modes. DMX/RDM control (1/2/4 channels), powerCON chaining + XLR 5 sealed,

optional 3-pin kit.

PRODUCT PAGE ONLINE
briteq-lighting.com/bti-expobeam-ww

Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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Technical specifications

LED COB 150 W warm white 3000 K (operated at 70%)
Tight beam 15°
Light quality CRI >95, TLCI >97, Rf >94, Rg 101.8

IP65 cast aluminum construction
Refresh rate up to 25 kHz (flicker-free)

Modes stand-alone, master/slave, 2 10-step programs, DMX/RDM
(1/2/4 channels)

OLED display + remote control of dimming curves
Omega bracket + double floor support

powerCON in/out + XLR 5-pin IP65

Optional XLR 3-pin kit (BT-XLR5TO3 COMBIKIT)

Power supply 100-240 V, 50/60 Hz
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Overview

BTI-EXPOBEAM WW - 150W IP65 COB LED spotlight for stands and events.

The BTI-EXPOBEAM WW is a powerful 3000 K warm white spotlight designed for lighting exhibition stands, TV
studios and event spaces. Its tight 15° beam and CRI over 95 (TLCI >97, Rf >94, Rg 101.8) provide a natural

ambience with optimum color and texture rendering.

Ilts 150 W COB LED operating at only 70% power guarantees extremely stable light, long life and silent
operation. Its refresh rate of up to 25 kHz makes it perfectly compatible with modern visual productions,

eliminating any flicker during video capture.

Robust IP65 cast aluminum construction for indoor and outdoor use. An efficient alternative to obsolete halogen
or discharge floodlights, it offers versatility and energy savings. Stand-alone, master/slave modes, customizable

programs or full DMX/RDM control (1/2/4 channels) with OLED display for intuitive configuration.

Easy installation thanks to omega bracket small (structure) and double floor bracket mounting points. Chaining

via powerCON input/output and waterproof 5-pin XLR IP65 (3-pin conversion kit available).

Features :
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Dimensions
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Compatible accessories
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BT-XLR5TO3
COMBIKIT
B05578

CDMXPRO/2b
H11170

N

DMX-3PMF-5M
B01526

BTI-IPTEST
B09904

CDMXPRO/3b
H11171

FAST CLAMP Black

PREMIUM

CDMXPRO/10b
H11173

™~

DMX-3PMF-10M
B01527

FAST CLAMP Silver

CDMXPRO/1b
H11169

™~

DMX-3PMF-3M
B01525

Y o,
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FAST CLAMP-V2 W

V2 V2 H11679
B02684 H11102
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https://hitmusic.eu/en/product/bti-iptest/
https://hitmusic.eu/en/product/cdmxpro-10b/
https://hitmusic.eu/en/product/cdmxpro-1b/
https://hitmusic.eu/en/product/cdmxpro-2b/
https://hitmusic.eu/en/product/cdmxpro-3b/
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Photo
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Photo
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Photo

Bri 2Q® BTI-EXPOBEAM WW - B05226 - hitmusic.eu - Updated 08/09/2026 page 8 /9



I'1 hitmusic

DATASHEET - BTI-EXPOBEAM WW Fabrigue sensarielle
Photo
LUX 14,3° 8098 2915 1139 T2/ 506

CUTOFF:36°
FIELD:28°

DISTANCE(m) 3 5 8 10 12
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