
A C T I V E  S U B W O O F E R S

CARBON18ASub
Part no.  H11711     EAN  3662009027869

A subwoofer built for professional gigs.

›  Active 18″ subwoofer

›  1000W RMS / 2000W Max

›  DSP with cardioid mode

›  CARBONcontrol app

PRODUCT PAGE ONL INE

audiophony.com/en/product/carbon18asub
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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https://audiophony.com/downloads/SERIE-CARBON-12-15-15Sub-18Sub_manuel-03-2026_EN.pdf


Technical specifications

Amplification 1000W RMS Class D

Total amplifier power 1000W RMS / 2000W Max

Frequency response 30Hz – 110Hz

Power supply 220-240V AC 50Hz switch-mode

SPL 135dB max

Woofer 18″, 4″ voice coil, 95.6oz magnet, 8 ohms, 800W AES

Inputs 2 MIC/LINE inputs on COMBO XLR/jack

Outputs 2 line outputs on XLR

Controls MASTER volume, DSP with multiple settings,
CARBONcontrol app

Protection short-circuit, thermal, limiter
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Overview

A subwoofer built for professional gigs.

The CARBON18ASub rounds out the CARBON series on the low end, covering 30Hz to 110Hz with a max SPL of
135dB. An 18-inch woofer (4-inch voice coil, 95.6oz magnet) delivers punchy, precise low end, housed in a
15mm reinforced plywood cabinet finished with scratch-resistant textured polyurea, built to take the knocks of a
working rig night after night.

Get the best out of your satellites.

The CARBON18ASub’s Thru HPF (high-pass filter) output sends the satellite speakers a signal already stripped of
low frequencies, adjustable up to 100Hz. The satellites are then only asked to reproduce what they’re meant to,
while the sub handles the entire low end: less strain on their drivers, more usable headroom, and a tighter,
cleaner system overall through the mids and highs.

A DSP built for live setup.

The onboard amp module (1000W RMS, 2000W peak) runs a full DSP, controllable either from the front-panel
LCD or the CARBONcontrol app. Delay adjustment (up to 340ms) to time-align the sub with the satellite
speakers, plus a low-pass filter adjustable from 40 to 100Hz on the sub itself. Cardioid mode (front or rear),
available when pairing two subs, cuts the low end sent toward the stage or the audience depending on
placement, a genuine tool for shaping a room’s acoustics with nothing extra to carry.

One app, your whole CARBON fleet.

The CARBONcontrol app (iOS and Android) drives every speaker and sub in the CARBON series alike:
CARBON12A, CARBON15A, CARBON15ASub and CARBON18ASub all connect to the same interface, no need to
switch tools between models. And if you’re running several units, one app is all it takes to manage your entire
fleet: each speaker and sub shows up individually, with remote access to every DSP setting, including ones the
onboard LCD doesn’t expose.

Connections and power chaining.

Two mic/line inputs on COMBO jacks (XLR or 1/4″), two XLR outputs to feed additional speakers or a mixing
console. The sub runs equally well on a mono or stereo signal, depending on the setup. Power chains through
the unit: the mains input accepts up to 2000W and can pass through up to 1500W to a downstream system,
cutting down on the number of outlets an install needs.

Lockout and usage tracking.
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Independent lockout codes for the LCD screen and the app, keeping accidental changes off the table mid-show.
An onboard usage-hour counter, resettable with a code from your dealer.

One app, your whole CARBON fleet.

This app allows you to remotely control all the DSP’s functions.

Scene

Default · SUB 1 · SUB + 12A

Master Settings

Mode, Location, Delay, HPF.

Channel Settings

Equaliser, treble and bass for channels 1 and 2.

Mode

Normal, Rear Cardioid, Front Cardioid.

Setup

Output mode, Display Dim, Front Light.

Firmware Version

Current Version · Newest Version

Key features:

Active 18″ subwoofer, 1000W RMS / 2000W Max

30Hz – 110Hz frequency response, 135dB max SPL

DSP with cardioid mode (front/rear), delay up to 340ms

Thru HPF output to take the low-end load off satellites

15mm reinforced cabinet, scratch-resistant polyurea finish

LCD display and CARBONcontrol app to run a full CARBON fleet

Power chaining, up to 1500W pass-through

Technical specifications:
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Construction: 15mm reinforced plywood cabinet, scratch-resistant textured polyurea finish, full-coverage steel
grille, front-panel Power/Clip LED, 2 side handles, M20 thread for pole mount, 4 rubber feet underneath

Power chaining: 2000W max in, 1500W max out

Dimensions (W x D x H): 605 × 666 × 706 mm

Net weight: 55kg
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Compatible accessories

ATOM-WHEELS
H10875

SPEAKER POLE (M20
thread)
B00659

CARBON15A
H11710

CARBON12A
H11709

COV-CARBON18ASub
H11721
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