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CDMXPRO/5b
Part no.  H11172     EAN  3662009022376

The professional reference for your DMX
installations

›  DMX cable Ø4.5mm XLR male / XLR female with
REAN connector - 5m

PRODUCT PAGE ONL INE

audiophony.com/redirect.php?code=H11172
Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Length 5 m
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Overview

The professional reference for your DMX installations

The CDMX PRO range is designed for lighting contractors and technicians who are uncompromising about the
quality of their DMX signal. Fitted with REAN by Neutrik connectors, the world standard in professional
connectors, these cables guarantee exemplary reliability over thousands of connections. Their flexible 4.5mm-
diameter PVC sheath ensures optimum handling during repeated assembly and disassembly, while their precise
contacts ensure a clean, secure connection every time.

A high-performance design certified by AES/EBU.

Each CDMX PRO cable is designed to the high-performance AES/EBU DMX512 standard. The annealed copper
conductors (7 x 0.2 mm / 0.22 mm² / AWG 24) ensure degradation-free signal transmission, even over long
distances. Polyethylene insulation, combined with aluminum shielding and tinned copper drain wire, ensures
maximum protection against electromagnetic interference - an essential criterion in interference-laden stage
environments.

DMX512: the protocol that requires the right cable.

In a professional lighting installation, an unsuitable cord can cause flicker, signal loss or erratic fixture behavior.
CDMX PRO cables are specifically designed for the DMX512 protocol, with impedance and construction adapted
to this demanding standard. Unlike microphone cables, which are often misused, they guarantee a clean, stable
signal from the first to the last device in your DMX chain.

Technical specifications :

Length:

5 m

Standard:

high-performance DMX512 / AES/EBU

Conductors:

annealed copper 7 x 0.2 mm (0.22 mm² / AWG 24)

Insulation:

polyethylene

Drain wire:
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tin-plated copper

Shielding:

aluminum

Sheathing:

PVC

Diameter:

Ø 4.5 mm

Connectors:

XLR 3-pin male/female REAN® by Neutrik
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