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PUBLIC ADDRESS, 100 V AMPLIFIERS

COMBOG60OEvo

Part no. H11656 EAN 3662009027319

DUDIOPHONY
puhh(—addrﬂs

Highlight:
> 60 W > FM tuner
> 100 V amplifier-mixer with integrated media > Bluetooth and DAB+
player: USB

PRODUCT PAGE ONLINE
audiophony-pa.com/en/product/combo60evo

Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications
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MIC

LINE

AUX

Phantom power

-52 dBV

-10 dBV

-10 dBV

-52 dBV / 12 V balanced
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Overview

The COMBOG60Evo is a compact, high-performance amplifier designed for demanding professional environments.
With its 60W 100V line power, it guarantees clear, even sound diffusion, perfectly suited to spaces such as

restaurants, stores and businesses.

The versatile COMBOG60Evo integrates an advanced multimedia player, enabling broadcasting via several
sources: FM tuner, DAB+ digital radio, Bluetooth and USB port. These options offer great flexibility for adapting
music to the ambience of your space with ease. Equipped with Euroblock connectors for the outputs, this

amplifier ensures a reliable and secure installation, ideal for professional needs.

Highlight:

the device automatically restarts on the last source used.

Power:

100V: 60 Watts
70V: 60 Watts

4Q: 60 Watts

Input sensitivity:

Frequency response:

80 Hz - 16 kHz (+ 3 dB)

Signal-to-noise ratio:

MIC: = 65 dB
CH1: =65dB
CH2: = 65dB

AUX: = 75 dB

THD+N:

< 1% @ 1/8 RMS
Equalization:

BASS: = 10 dB (at 100 Hz)
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TREBLE: = 10 dB (at 1 kHz)

Output voltages:

4Q / 70V / 100V

Power circuit:

Class D switching power supply

Power Supply:

AC 220-240V, 50/60 Hz

DC 24V

Protections:

Short circuit / Open circuit / Thermal / Limiter / Ultrasound and radio frequencies

Connections:

2 combo jacks

1 AUX input via RCA

1 coaxial jack for the antenna

Media player:

Supported audio formats: MP3, WAV, WMA
Maximum storage capacity: 128 GB (flash memory)

File system: FAT32

Settings:

Input levels

Player level

AUX input level

Bass and treble equalization

Master volume

Cooling:
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By convection

Dimensions:

320 x 220 x 73 mm

Net weight:

2.73 kg
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Compatible accessories
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PARK30-8019 PARK30-6002 PARK30-6028
H11413 H11415 H11757
PARK100 WEBAMP PRE
H11766 B08216
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