
P O R T A B L E  S O U N D  S Y S T E M

CR25A-COMBO-F5
Part no.  H11025     EAN  3662009020839

Inputs:

›  250 W battery powered portable sound system
with Bluetooth and 500 MHz HF system

PRODUCT PAGE ONL INE

audiophony.com/en/product/CR25A-COMBO-F5
Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Dimensions in mm 615 x 350 x 395

Net weight with batteries 24.5 kg

Batteries 2 x 18V / 7Ah NP for the system

Autonomy 5 hours on average depending on the volume

Charging time about 8 hours for the two 18V batteries
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Overview

Inputs:

2 XLR/TRS channels via combo jacks (Mic/Line)

1 stereo channel via RCA jacks

1 auxiliary channel via 3.5 stereo jack

1 Bluetooth connection

2 UHF microphones

Output:

1 line output via 6.35 TRS jack

Speaker: 12-inch driver + 1.35-inch titanium voice coil / Total impedance: 4 ohms

Power: Class D amplifier, 250W RMS when plugged in / 150W RMS on battery.

Frequency response: 55 - 20k Hz

Sound pressure level: 118 dB SPL max

Wireless Microphone:

UHF diversity with 16 selectable frequencies

Dynamic cardioid handheld microphone

UHF frequency band 514–542 MHz - 35 mW

Player.

USB flash drive or SD card reader with built-in Bluetooth® receiver

Comes with an infrared remote control

Bluetooth®.

Bluetooth® receiver built into the player

Type V2.0 AVRCP, for excellent audio transmission quality equivalent to digital

Settings and Indicators:
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Independent level controls for each channel

Bass and treble EQ from -12 dB to +12 dB

Echo and delay effects on microphone channels

Power and Limit indicators

Battery charge indicators

Finish:

Molded polypropylene enclosure, metal grill. C35 base for stand.

Power Management:

Charge level displayed on an LED indicator. Simultaneous charging and use.

Automatic cut-off if the level is too low.
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Compatible accessories

Ant F5
H11022
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