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DZ-EXPAND

Part no. H11400 EAN 3662009025025
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A Recommendations — firmware update
(June 15, 2026).

> To connect several controllers to the DZ-
MATRIX matrix
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audiophony-pa.com/en/product/dz-expand

E Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

RD IN port for connection to the matrix.

RD EXP ports (1 audio) RD connection for DZ-MICDESK / DZ-CTL20UT and DZ-
BOX22 (remote audio data transport and control devices).

2/3/4 Control RD connections for DZ-CTL / DZ-CTL20UT (remote device
control data only) / DZ-PAD.

Power supply If several controllers are connected, or if the distance
between interfaces is large, you will need to supply the
box with 24 V DC.
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Overview

The box multiplies the number of controllers connected to the matrix. It can be used to offset connections by

connecting controllers in a star configuration when chain connection is not possible.

Use CAT5e or CAT6 cable with a maximum length of 100 m between each device.

A Recommendations — firmware update (June 15, 2026).

All products in the DZ series must be updated to function properly.
To install the updates, all your devices must be connected.
You cannot use the V3.0.0 Setting Software with the DZ-MATRIX V6.3lII.

You cannot use the V2.0.8 Setting Software with the DZ-MATRIX V7.1IlI.

Improvements made.

DZ-MATRIX:

Copy of the DSP settings for linked stereo inputs and outputs

Added a "Clear All" option to the matrix module and enabled one-click matrix creation
Saving and Loading EQ Presets on the Outputs

Adding groups (4 for inputs and 4 for outputs)

Option to select a default preset when the display is turned on

Configuring the IP Address (DHCP or Static IP)

DZ-PAD:

Added "VOL-" and "VOL+" buttons to the OUTPUT page

Add the group page
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Compatible accessories
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DZ-CTL20UT
H11397

DZ-MICDESK DZ-BOX22
H11395 H11396
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