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Fabrigue sensorielle

PORTABLE SOUND SYSTEM, WIRELESS MICROPHONES

GOHead oo
Part no. H9991 EAN 3662009010809
A versatile, lightweight and precise
headset microphone.
> Headset microphone with unidirectional > Compatible with the GO-Body pocket

condenser capsule transmitter

> Mini XLR connector

PRODUCT PAGE ONLINE
audiophony.com/en/product/GOHead

Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Type condenser, unidirectional
Frequency response 100 Hz - 16 kHz
Signal-to-noise ratio > 60 dB

Impedance 2.2 kOhms

Connector mini XLR

Mount adjustable headset clip
Accessories supplied windscreen

Compatible transmitter GO-Body
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Overview

A versatile, lightweight and precise headset microphone.

The GOHead is a headset microphone with a unidirectional condenser capsule, designed for every hands-free
use case: presenting, hosting, group classes, live shows or musical performance. Its unidirectional pickup
pattern captures the voice up close while rejecting ambient noise and sound reinforcement feedback, for a
clean pickup even in a noisy environment. Its light weight ensures comfortable extended wear, with no fatigue

or discomfort, however long the performance runs.

A fit tailored to every user.

The adjustable headset mount fits any head shape, holding the microphone steady right next to the mouth. The
supplied windscreen cuts down breath noise and plosives, for a clean vocal pickup from the start. Its mini XLR

connector plugs directly into the GO-Body pocket transmitter, for a reliable wireless link.

Key features:

Headset microphone, unidirectional condenser capsule
Lightweight and comfortable for extended wear

Adjustable headset mount, windscreen included

Mini XLR connector, compatible with the GO-Body transmitter
Frequency response: 100 Hz - 16 kHz

Signal-to-noise ratio: > 60 dB
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Compatible accessories

GO-Body-F8 GO-Body-F5 RACER-GoModF5 RACER-GoModF8
H9990 H11031 H11411 H11410

RACERS80 RACER120 RACER250 RACER80/F5
H11407 H11408 H11409 H11663

RACER8O0/F8 RACER120/F5 RACER120/F8 RACER250/F5
H11664 H11659 H11660 H11661
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