
W I R E L E S S  M I C R O P H O N E S

HF-PRO QUAD
RECEIVER
Part no.  B08318     EAN  5420025683180

4-Channel PLL/UHF Wireless Microphone
Receiver - 19" / 1U Rack Mount Enclosure.

›  4-channel PLL/UHF Wireless Microphone
Receiver - 19" / 1U Rack

›  Compatible with HF-PRO MIC and HF-PRO
BPACK

PRODUCT PAGE ONL INE

jb-systems.eu/hf-pro-quad-receiver
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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https://jb-systems.eu/hf-pro-quad-receiver
https://jb-systems.eu/hf-pro-quad-receiver
https://jb-systems.eu/fileuploader/download/download/?d=0&file=custom/upload/File-1765183874.pdf


Technical specifications

Family HF-PRO
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Overview

4-Channel PLL/UHF Wireless Microphone Receiver - 19" / 1U Rack Mount Enclosure.

Optimize your audio system with this 4-channel wireless microphone receiver, integrated into a 19"/1U Rack
housing. Designed for superior performance, it can be combined with up to 4 optional transmitters from among
the following:

HF-PRO MIC

: Metal handheld microphone for exceptional sound quality.

HF-PRO BPACK

: High-quality beltpack with lavalier microphone and headphone option.

Main features :

Dual LCD display

: Two LCD screens with microphone battery indicator for easy configuration and real-time monitoring.

Audio outputs

:

4 balanced XLR outputs with individual gain control.

1 unbalanced mixed 6.3 mm jack output

IR-SYNC frequencies and synchronization

:

4 x 100 frequencies available

IR-SYNC technology for fast installation and plug & play operation

USB ports

:

2 USB 5 V outputs for charging optional AA batteries, ensuring uninterrupted use

Power supply

:
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12 Vdc input with adapter included.

Compatible with ACCU 12 V car sound systems

Easy installation

: Designed for fast, secure 19" rack installation, with antennas that can be mounted on the front or rear of the
housing.

Frequency range

: 514→542 MHz (4G compatible), free use in the following countries: Belgium, Netherlands, France, Luxembourg,
Bulgaria, Switzerland. A license may be required in other countries.
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Compatible accessories

HF-HEADSET
B08310

HF-HEADSET SKIN
B08313

HF-PRO BPACK
B08316

HF-PRO MIC
B08317
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https://hitmusic.eu/en/product/hf-headset/
https://hitmusic.eu/en/product/hf-headset-skin/
https://hitmusic.eu/en/product/hf-pro-bpack/
https://hitmusic.eu/en/product/hf-pro-mic/
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