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Fabrigue sensorielle

PAR PROJECTORS, END OF SERIES

iIrLED64-18x12SIXsb

Part no. H10138 EAN 3662009012292

Contest’ @

Instruction manuals.

> Six Color LED PAR Light

PRODUCT PAGE ONLINE

contest-
lighting.com/home/index.php?code=H10138&catl1l=110000&cat2=]

Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

- 18 LEDs six colors RGB + White + Amber + Ultraviolet
- 12W LEDs - 30 000 hours

- Beam opening : 40°.

- Light intensity : 2250 Lux at 3 m

- Individual high performance lenses for perfect diffusion
- New infrared remote control for remote access to all functions
- Digital display with pull-down menu for control

- Mains input and output on IEC plugs

- Operating modes:

- DMX 2 to 9 channels

- Fixed colors

- Step or Fade programs with speed control

- Automatic mode

- Auto mode with sound sensitivity

- Slave mode

- Editing and reading of a free program of 20 steps

- Consumption : 240 W

- Power supply : AC 100/240V - 50/60Hz

- DMX input and output

- Black aluminium housing
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Overview

Double suspension head with STOP SYSTEM.
Mechanical safety device to prevent the head from opening completely when on the ground.
Dimensions: 340 x 270 x 220 mm

Net weight: 5.4 kg

Instruction manuals.

Version francaise : IrLED64-18x12SIX_manuel.pdf

English Version : IrLED64-18x12SIX_manuel-V1-en.pdf

Deutsche Version : Ir(LED64-18x12SIX_manuel-V4-2017-04-en-web_de.pdf
Versién en Espafiol: IrLED64-18x12SIX_manuel-V4-2017-04-en-web_es.pdf

Nederlandse Versie: IF(LED64-18x12SIX_manuel-V4-2017-04-en-web_nl.pdf
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Compatible accessories

FLY-irLED64x6
H10338
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Photo
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POWER OUT:240V/50HZ
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