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CHROMATEQ INTERFACE

LD-N ET16-E RRRRRRRRRRRRR

Part no. B0O5033 EAN 5420025650335

Powerful, versatile DMX/Artnet controller designed for demanding installations. Up to 32 Artnet
universes, 1024 DMX channels via PC, and 512 channels in stand-alone mode. Compatible with RDM,

Chromateq LED Player, Pro DMX and Pixxem. Internal memory, 24 h timeline, XLR connectors and

optional IR control.

PRODUCT PAGE ONLINE
briteq-lighting.com/Ild-netl6-e

Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Protocol Art-Net, DMX, MIDI, RDM
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Overview

Ideal controller for demanding projects requiring a large number of DMX channels and/or the use of ARTNET

protocol with IP-Ethernet cabling.

1024-channel DMX interface when connected to a PC.

512 channels in stand-alone mode (200 Kb internal memory, i.e. 200 to 2000 DMX steps).
RDM compatible.

Up to 16 Artnet universes (8,192 DMX channels) per box connected to the PC with LED PLAYER or PRO DMX

software.

Artnet is transmitted via the PC's RJ45 network connector.

Up to 32 Artnet universes (16384 DMX channels) per box connected to the PC with PIXXEM software.
4 dry-contact inputs at 3-5 V (On, On/Off, Release, Restart, Scene Priority).

Integrated infrared receiver (optional IR remote control).

10 scene selections available, with adjustment of speed, master dimmer and next scene.

NEXT button for scene selection.

24-hour timeline for synchronizing lighting, audio and video (with PRO DMX software).

Compatible with Chromateq LED Player, PRO DMX and PIXXEM software (included).

3-pin XLR connectors.

Stand-alone power supply: 9 V to 36 V via DC connectors.

Optional external infrared receiver (ref. LD-512Kit-IR) including IR receiver and two remote controls.

More information on the software is available at www.chromateq.com.

Bri 2Q® LD-NET16-E - BO5033 - hitmusic.eu - Updated 13/11/2025 page 3/ 4



I'1 hitmusic

DATASH EET " LD-N ET16-E Fabrigue sensorielle

Photo

Bri 2Q® LD-NET16-E - BO5033 - hitmusic.eu - Updated 13/11/2025 page 4 / 4



