
H E A D P H O N E S

MIC-FLEX
Part no.  H11921     EAN  3662009029948

Give your headset a voice.

›  The MIC-FLEX transforms your Audiophony
professional headphones (DJ

›  STUDIO

›  PROD) into a headset for streaming

›  Gaming

›  Online presentations

›  And video conferences

PRODUCT PAGE ONL INE

audiophony.com/en/product/mic-flex
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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Technical specifications

Sensitivity (1W/1m) -36 dB ± 3 dB

Frequency response 30 Hz – 20 kHz

Connector 3.5 mm 4-pin mini-jack

Net weight 35 g
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Overview

Give your headset a voice.

The MIC-FLEX transforms your professional headphones into a headset with a microphone for streaming,
gaming, online presentations, and video conferencing. This 12 cm flexible boom mic plugs directly into the
original cable of your DJ, STUDIO, and PROD headphones, adding high-quality microphone functionality without
ever modifying the device. The flexible metal boom positions itself right in front of your mouth for clear and
precise voice pickup, no matter how you position your head.

Designed as a simple cable replacement, the MIC-FLEX requires no complex steps or special tools. Simply
unplug the original cable from the headphones and connect the MIC-FLEX in its place to instantly transform your
monitoring headphones into professional microphone headphones.

Accurate voice pickup.

The unidirectional microphone covers a frequency range of 30 Hz to 20 kHz with a sensitivity of -36 dB ± 3 dB,
ensuring clear and crisp voice quality even in environments with some ambient noise.

A flexible, adjustable stem.

The 12-cm metal stem can be positioned and held exactly where you want it—right in front of your mouth—for
consistent sound capture no matter how you move.

Fully compatible with the product line.

Designed to directly replace the original cable on DJ, STUDIO, and PROD headphones, the MIC-FLEX can be
installed in just a few seconds, without any modifications or adjustments to the headphones.

Universal connectivity.

The 1.5-meter cable ends in a 3.5-mm 4-pin mini-jack connector, compatible with most smartphones, tablets,
and computers on the market.

Other features:

Compact and lightweight—just 35 g—so you'll hardly notice it's there.

Instant setup—no configuration or pairing required; the microphone works as soon as you plug it in.

Compatible with DJ, STUDIO, and PROD models—a single accessory for the entire Audiophony headphone
lineup.
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Technical Specifications:

Microphone:

Unidirectional, 30 Hz – 20 kHz

Microphone sensitivity:

36 dB ± 3 dB

Cable:

Φ 3 mm × 1.5 m

Connector:

3.5 mm 4-pin mini-jack

Weight:

35 g

DATASHEET · MIC-FLEX

MIC-FLEX · H11921 · hitmusic.eu · Updated 14/09/2026 page 4 / 5



Compatible accessories

DJ
H11868

PROD
H11869

STUDIO
H11870
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