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COLUMN SYSTEMS

MOJO2000LIVE

Part no. H11238 EAN 3662009023038

EEEEEEEE

The all-in-one column system for
amplifying your live performances.

Active column system with a 12" subwoofer, 6 x 3” speakers, and a 1” tweeter; 4-channel mixer with

reverb, DSP, and Bluetooth 5.0 TWS; 600 W RMS. Comes with covers.

PRODUCT PAGE ONLINE
audiophony.com/en/product/MOJO2000LIVE

Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Amplification

Speaker

Speaker

Frequency response

Maximum sound pressure level

Inputs

Outputs

Mixer

Effect

2 x 300 W RMS / 1,200 W peak (1 subwoofer amplifier, 1
midrange/tweeter amplifier), 600 W RMS total

180 W RMS / 360 W max, 6 Q, 6 x 3-inch drivers, 1 x 1-inch
tweeter, 120° x 30° coverage (H x V)

250 W RMS /500 W max, 4 Q, 1 x 12-inch, 2.5-inch voice
coil

35 Hz - 18 kHz

127 dB (at 1 m)

2x XLR/line/microphone combo jacks (40 kQ microphone /
10 kQ line, balanced), 1x line jack (20 kQ, balanced), 1x

RCA L/R line + Bluetooth

1x balanced XLR MIX OUT (line level, not affected by the
DSP)

per-channel level control and master level control,
subwoofer level control

Adjustable room-type reverb on channels 1 and 2
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Overview

The all-in-one column system for amplifying your live performances.

The MOJO2000LIVE is a 600 W RMS active column system that combines a 12-inch subwoofer, a column with six
3-inch speakers, a 4-channel mixer with reverb, a DSP, and Bluetooth 5.0. Used alone or in pairs, it provides
sound for concerts, DJ sets, entertainment events, conferences, and other gatherings, delivering up to 127 dB of
sound pressure level. Its column projects clear sound over a wide listening area, its subwoofer delivers deep,
dynamic bass, and its mixer allows you to connect microphones, instruments, and music sources without an
additional mixing console. It comes with carrying cases and can be transported, set up, and powered on in just a

few moments.

Unleash the power.

The built-in amplifier delivers 2 x 300 W RMS, with a dynamic power output of 1,200 W per channel. One
amplifier is dedicated to the bass, the other to the midrange and treble. It delivers a maximum sound pressure

level of 127 dB at 1 m.

Wide dispersion, precise targeting.

The column features 6 3-inch speakers and 1 1-inch tweeter. Its 120° x 30° (H x V) dispersion pattern provides
wide coverage across the width of the audience, while directing the sound toward the audience rather than

toward the floor or ceiling. The result: clear, consistent sound from the first row to the last.

Adjust the height to suit your audience.

The spacer extends the column in the same design and transmits the signal and power to it. Mounted between
the cabinet and the column, it positions the sound at head height or just above, for better sound coverage
throughout the room. On stage or when facing a seated audience, it can be removed: the system becomes more

compact and lower in height.

Deep bass.

The subwoofer is equipped with a 12-inch speaker with a 2.5-inch voice coil, powered by a dedicated 300 W
RMS amplifier. It offers a frequency response down to 35 Hz, delivering deep, dynamic, and precise bass. Its

volume can be adjusted independently, directly on the rear panel.

Mixer, DSP, and Bluetooth: it’s all built in.

The mixer on the back features 4 channels: two XLR/line/microphone combo inputs, one line input, and one

stereo RCA input with Bluetooth. It is complemented by a 24-bit DSP that provides access to a 3-band equalizer
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(£12 dB), three presets (MUSIC, VOICE, DJ), a low-cut filter (80, 100, 120, or 150 Hz), and an adjustable delay
from 0 to 100 m. A display shows channel levels, master level, and limiter activation. Bluetooth 5.0 allows you
to stream music wirelessly, and the TWS feature lets you pair two MOJO2000LIVE units in stereo from a single

source.

Add depth to vocals.

A room-type reverb, adjustable on channels 1 and 2, adds space and depth to vocals and instruments, right
from the mixer. Each channel has its own reverb level control, allowing you to create the desired ambiance

without any external effects.

Comes with protective covers.

The MOJO2000LIVE comes with protective covers—one for the subwoofer and one for the tower. They protect
your system from dust, scratches, and minor impacts, both during transport and storage. You'll be ready to go

as soon as it’s delivered, and your system will stay as good as new, performance after performance.

Key Features:

600 W RMS (2 x 300 W, 1,200 W dynamic per channel), 127 dB SPL max (at 1 m)

12-inch subwoofer with a 2.5-inch voice coil, frequency response from 35 Hz to 18 kHz

6 x 3-inch speaker and 1 1-inch tweeter, 120° x 30° dispersion (H x V)

Removable spacer for height adjustment

4-channel mixer: 2 XLR/line-in/mic combo jacks, 1 line-in jack, 1 stereo RCA jack + Bluetooth
Adjustable room-type reverb on channels 1 and 2

24-bit DSP: 3-band equalizer, MUSIC/VOICE/D]) presets, low-cut filter, delay

Bluetooth 5.0 with TWS functionality

Covers included

Technical Specifications:

DSP: 24-bit, 1 input / 2 outputs, 3-band equalizer (treble £12 dB at 12 kHz, midrange *12 dB at adjustable
frequency, bass £12 dB at 70 Hz), MUSIC / VOICE / D) presets, low-cut filter OFF / 80 / 100 / 120 / 150 Hz, delay
0 to 100 m or OFF

Bluetooth: 5.0, TWS (True Wireless Stereo) functionality (stereo pairing of two devices)
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Enclosure/column connection: insert, without cable
Column dimensions: 103 x 750 x 100 mm

Column weight: 3.75 kg

Spacer dimensions: 103 x 750 x 100 mm

Spacer weight: 2.10 kg

Cabinet dimensions: 389 x 626 x 666 mm

Cabinet weight: 28 kg
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