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MOJO500LineTWS
Part no.  H11570     EAN  3662009026497

Compact, lightweight, ready to play.

Active column system with an 8″ subwoofer, 6 x 2.75″ speakers, a 3-way mixer with a microphone
compressor and Bluetooth 5.0 TWS, 250 W RMS. Lightweight and compact.

PRODUCT PAGE ONL INE

audiophony.com/en/product/MOJO500LibertyTWS
Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Amplification 2 Class D amplifiers, 150 W RMS / 300 W max (bass) and
100 W RMS / 200 W max (midrange/treble)

Speaker 100 W RMS / 200 W max, 6 x 2.75-inch full-range drivers,
180 Hz – 20 kHz, 120° x 20° coverage (H x V)

Subwoofer 150 W RMS / 300 W max, 1 x 8-inch, 50–200 Hz

Maximum sound pressure level 116 dB (at 1 m)
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Overview

Compact, lightweight, ready to play.

The MOJO500LineTWS is a lightweight, compact, 250 W RMS active column system that combines an 8-inch
subwoofer, a 6-speaker column, a 3-channel mixer, and Bluetooth 5.0. It provides sound for weddings, parties,
dance or sports classes, conferences, events, or acoustic concerts, with a sound pressure level of up to 116 dB.
Plug in a microphone, guitar, or keyboard, connect your phone via Bluetooth, and you’re ready to go—no
additional mixer needed.

Power to spare.

Two built-in amplifiers deliver 500 W: one is dedicated to bass, the other to midrange and treble, for clear,
powerful sound at both low and high volumes. They deliver a maximum sound pressure level of 116 dB at 1 m,
ensuring your voices and music can be heard throughout the entire room.

Wide dispersion, precise targeting.

The column features 6 2.75-inch full-range speakers. Their 120° x 20° (H x V) dispersion pattern provides ample
coverage across the width of the audience, while directing the sound toward the audience rather than toward
the floor or ceiling. The result: clear, consistent sound from the first row to the last.

Rich, deep bass.

The subwoofer features an 8-inch driver powered by a dedicated 150 W RMS amplifier, delivering rich, dynamic
bass between 50 and 200 Hz. The column speaker mounts directly onto the subwoofer using the insert, with no
connecting cable required.

Three channels, everything you need.

The mixer on the back features 3 channels: two XLR/jack combo inputs, with a line/mic selector on channel 1
and a guitar/mic selector on channel 2, and a stereo input (channel 3), which can be set to line (RCA or 3.5 mm
jack) or Bluetooth. Each channel has its own level control, and a compressor on the mic channels gives the
vocals more consistency and presence. Two tone controls—treble and bass, each with ±15 dB
adjustment—allow you to tailor the sound to the room, and an On/Limit indicator lights up when the maximum
level is reached.

Bluetooth 5.0 and TWS stereo.

Bluetooth 5.0 lets you stream music wirelessly from a phone or tablet. The TWS feature transmits the Bluetooth
signal to a second MOJO for stereo playback, with no cables connecting the two devices.
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Connect other systems.

An XLR output allows you to connect a second system in mono or to set up a stereo pair of two
MOJO500LineTWS units: a switch lets you choose between the left + right signal and the right-only signal.

A carrying case for peace of mind.

To take your MOJO500LineTWS anywhere, choose the optional COV-MOJO500LINE protective carrying case. It
protects your system from dust, scratches, and minor impacts, whether you’re transporting it or storing it. Your
MOJO500LineTWS will stay as good as new, performance after performance.

Key Features:

500 W of amplification (300 W + 200 W max, including 150 W + 100 W RMS), Class D, 116 dB SPL max (at 1 m)

8-inch woofer, 6 x 2.75-inch full-range driver, 120° x 20° dispersion (H x V)

Spacer included

3-channel mixer: 2 XLR/jack combo inputs (line/mic, guitar/mic), 1 stereo RCA/3.5 mm jack or Bluetooth

Compressor on the mic channels

Treble/Bass Equalization ±15 dB

Bluetooth 5.0 with TWS functionality

XLR output (L+R or R only) for connecting a second system

Technical Specifications:

Inputs: 1x XLR/line jack/microphone combo (channel 1), 1x XLR/guitar jack/microphone combo (channel 2), 1x
RCA L/R line + 3.5 mm stereo jack or Bluetooth 5.0 TWS (channel 3, line/Bluetooth selector)

Outputs: 1x XLR (L+R/R-only switch) to another system, in mono or stereo

Mixer: per-channel level control, treble/bass equalization ±15 dB, On/Limit indicator

Effect: compressor on the mic channels

Bluetooth: 5.0, TWS functionality

Enclosure/column connection: insert, without cable

Column dimensions: 80 x 80 x 830 mm

Column weight: 2.45 kg
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Spacer dimensions: 80 x 80 x 830 mm

Spacer weight: 1.20 kg

Cabinet dimensions: 340 x 430 x 400 mm

Cabinet weight: 10.8 kg
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Compatible accessories

COV-MOJO500LINE
H10867

WMIC-2.4G TWIN
B08315
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