
A C T I V E  S P E A K E R S

NOVA-10A
Part no.  H11228     EAN  3662009022932

A compact active speaker, built for
efficiency.

›  Compact active 10-inch speaker

›  200 W RMS

›  With Bluetooth TWS and 4-preset DSP

›  For events on the move

PRODUCT PAGE ONL INE

audiophony.com/en/product/NOVA-10A
Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Amplification 150 W RMS Class D (bass) + 50 W RMS Class AB (treble)

Total power 200 W RMS / 800 W peak

Frequency response 60 Hz – 20 kHz

Maximum SPL 120 dB

Dispersion 120° x 60°

Woofer 10-inch, 2-inch voice coil, 4 Ohms, 170 W RMS

Compression driver 1-inch, 8 Ohms, 50 W RMS

Inputs 2x MIC/LINE (XLR + jack combo), 1x stereo AUX mini-jack,
Bluetooth + TWS

Output 1x XLR line

Controls per-channel level, general EQ Bass/Treble ±12 dB

DSP 4 presets (Standard, Vocal Boost, Live, Stage Monitor)

Protections short-circuit, thermal, limiter

Power supply switch-mode (SMPS), voltage selector 220-240V/100-120V

Cabinet asymmetric, 45° cut corner

Hardware reinforced handle, 2x M8 inserts

Dimensions (H x W x D) 505 x 320 x 287 mm

Net weight 10.85 kg
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Overview

A compact active speaker, built for efficiency.

The NOVA-10A is a 10-inch active speaker delivering 200 W RMS (800 W peak), designed for immediate hands-
on use: two MIC/LINE inputs, a built-in stereo Bluetooth connection and 4 one-touch DSP presets let you set it up
without any complex technical adjustment. Its bi-amplification delivers clear, powerful and warm sound, true to
both voice and music. Careful manufacturing ensures genuine durability, making it suited to individual users,
associations and professionals alike.

A bi-amplification built for sound balance.

The NOVA-10A pairs a 150 W RMS Class D amplifier for the bass driver with a 50 W RMS Class AB amplifier for
the compression driver, for a frequency response of 60 Hz to 20 kHz and a maximum SPL of 120 dB. The system
is protected against short circuits and overheating, with automatic limiting, ensuring controlled performance
over time.

A compact, lightweight cabinet, easy to carry.

With its reinforced ergonomic handle and a weight of just 10.85 kg, the NOVA-10A is easy to carry. Compact and
lightweight, it sets up just as easily on a table or on the floor thanks to its rubber feet, and its 45° cut corner
also lets it double as a stage monitor. A 35 mm pole-mount socket adds the option of use on a speaker stand.

Two MIC/LINE inputs and full wireless connectivity.

The NOVA-10A features two MIC/LINE inputs on combo XLR/6.35 mm jack connectors, each with its own level
control, for connecting a microphone and a line source directly. An AUX mini-jack input completes the wired
connectivity, while built-in Bluetooth lets you stream wirelessly from a smartphone or any compatible device,
with TWS function to pair two NOVA-10A units together for stereo playback. An XLR output sums all input
signals to feed another active speaker.

A 4-preset DSP and general EQ within easy reach.

The NOVA-10A offers 4 one-touch DSP presets (Standard, Vocal Boost, Live, Stage Monitor), to adapt the sound
to the context without complex adjustment. A general EQ section (Bass/Treble, ±12 dB) lets you shape the
sound to taste, and a SIG/LIMIT LED indicates signal presence while warning of potential clipping.

Key features:

Bi-amplification 200 W RMS / 800 W peak (150 W Class D + 50 W Class AB)

10-inch woofer and 1-inch compression driver
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Built-in Bluetooth with TWS function for stereo playback across 2 speakers

Two MIC/LINE inputs (XLR/jack combo) + AUX mini-jack input

4-preset DSP: Standard, Vocal Boost, Live, Stage Monitor

General EQ Bass/Treble ±12 dB

Compact, lightweight cabinet, 45° cut corner for stage-monitor use
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Compatible accessories

COV-NOVA-10
H11235
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