
P O R T A B L E  S O U N D  S Y S T E M

RACER250 Evo
Part no.  H11667     EAN  3662009027425

A powerful portable speaker, at home
indoors and outdoors.

›  Portable battery-powered speaker

›  250 W RMS / 500 W Max

›  With built-in 3-channel mixer

›  Optional dual UHF microphones

›  Built-in trolley and Bluetooth 5.0

›  For all your mobile needs

PRODUCT PAGE ONL INE

audiophony.com/en/product/racer250-evo
Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Amplification Class D, 250 W RMS / 500 W Max

Woofer 12-inch, titanium compression driver (1.35-inch
diaphragm, 1-inch horn throat), 4 Ohms

Frequency response 60 Hz – 20 kHz

Maximum SPL 125 dB

Inputs 1x media channel (USB/SD, Bluetooth TWS, 3.5 mm AUX
jack), 2x combo XLR/jack channels switchable
LINE/MIC/GUITAR, 2x optional UHF microphone

Output 1x TRS LINK OUT jack, balanced line signal, adjustable
PRE/POST mode

Controls independent level per channel, master volume,
Bass/Treble EQ ±12 dB, dedicated mic effect, talkover on
all mic channels

Batteries 2x 18V/7Ah wired in series (150 x 95 x 97 mm each),
usable while charging, automatic low-voltage cutoff

Battery life average 6 hours (depending on volume)

Charge time around 8 hours

Bluetooth 5.0 AVRCP, TWS function

Player USB drive or SD card (32 GB max)

Mic receiver 2x UHF slots (GO and Air ranges), supplied without
receiver or microphone, with 2x RACER-GoAnt antennas

Finish molded polypropylene cabinet, metal grille, C36 pole-
mount socket

Transport integrated trolley, retractable handle, wheels, storage
compartment for 2 microphones and cables

Net weight (with batteries) 22.8 kg

Dimensions (H x W x D) 615 x 350 x 395 mm
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Overview

A powerful portable speaker, at home indoors and outdoors.

The RACER250 Evo is a portable battery-powered speaker delivering 250 W RMS and up to 500 W peak, with a
built-in 3-channel mixer and an integrated trolley, retractable handle and transport wheels, so it moves around
easily despite its power. It holds its own in a reception hall, an outdoor cocktail event, a conference, or on a
mid-sized stage: up to two wireless UHF microphones, plus two wired microphones or instruments plugged
directly into its combo channels, everything connects and adjusts in seconds, with power and sound quality to
match even the most demanding events. With an average of 6 hours of battery life, you're free: free from
cabling, free from mains power, free to set up your system wherever you like, from a garden to a courtyard,
even without access to electricity.

A complete, accessible 3-channel mixer.

The RACER250 Evo integrates three independent mixing channels: one dedicated to the USB/SD player and
Bluetooth, and two combo XLR/jack channels switchable between LINE, MIC and GUITAR, for connecting a line
source, a wired microphone or an instrument such as a guitar. Each channel has its own level control,
complemented by a master volume, a Bass/Treble EQ (±12 dB) and a dedicated mic effect, for complete sound
control without any extra gear.

Two UHF receiver slots for a wireless setup built around you.

Rather than a fixed kit built around its own microphones, the RACER250 Evo lets you choose the wireless
receivers and microphones that fit your needs, from Audiophony's GO and Air ranges: handheld, headset or
lavalier microphone, for a combination matched precisely to each use. With its two receiver slots, it lets you
freely combine two wireless receivers, two transmitters and the microphones that suit your needs: presenter,
host, coach or musician — there's a matching microphone for every one of them. Supplied with two RACER-
GoAnt antennas, it's ready to take your RACER-GoMod Evo modules (receivers and microphones sold
separately).

Battery life built to keep the show going.

Its two 18V/7Ah batteries, wired in series, deliver an average of 6 hours of battery life, depending on volume,
enough to carry a concert, a presentation or an event without interruption. They recharge in around 8 hours,
can be used while charging, and an automatic cutoff protects the battery from excessive discharge. A dedicated
USB port can also charge a smartphone.

Bluetooth 5.0 and TWS: wireless streaming and stereo pairing.
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Built-in Bluetooth 5.0 lets you stream music wirelessly from a smartphone or any compatible source, with
transmission quality close to a wired digital connection. The TWS function also lets you pair two RACER250 Evo
units together for stereo playback, each speaker reproducing a left or right channel, for a wider, more
immersive sound, with no cable between the two speakers.

A LINK OUT output for coupling multiple speakers.

The RACER250 Evo has a LINK OUT output in balanced line format, for feeding the signal to another sound
system, with a choice of PRE or POST mode depending on whether you want the output level to track the master
volume or not. Paired with UHF receivers set to the same frequency, it lets you couple several RACER250 Evo
units together, for wider coverage or extra sound power.

USB/SD player and infrared remote.

The built-in USB/SD player (cards and drives up to 32 GB) allows direct playback without a smartphone or
computer. Talkover, active on all mic channels, automatically lowers the music level whenever a microphone is
used. An infrared remote is included for remote control.

Easy to handle, even over long distances.

With its integrated trolley, retractable handle and transport wheels, the RACER250 Evo moves around easily,
even at its loaded weight of 22.8 kg, batteries included. Its built-in storage compartment holds two microphones
and their cables, for compact storage between uses. Its C36 socket also allows installation on a stand.

Key features:

250 W RMS / 500 W Max, Class D amplification

Built-in 3-channel mixer: media/Bluetooth channel + 2 combo XLR/jack channels switchable LINE/MIC/GUITAR

12-inch woofer and titanium compression driver (1.35-inch diaphragm, 1-inch horn throat)

2x UHF receiver slots for a RACER-GoMod Evo module (F5, F6 or F8), compatible with Go-Hand, GoLava, GoHead
and Go-Body microphones

Bluetooth 5.0 with TWS function

LINK OUT output for coupling multiple speakers together

Built-in USB/SD player (up to 32 GB)

Average 6-hour battery life on 18V/7Ah batteries

Integrated trolley: retractable handle and transport wheels, storage compartment for 2 microphones and cables
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Automatic talkover, Bass/Treble EQ ±12 dB and dedicated mic effect
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Compatible accessories

GOLava
H9992

GOHead
H9991

GO-Hand-F8
H9989

GO-Hand-F5
H11030

GO-Body-F8
H9990

GO-Body-F5
H11031

COV-
CR25A/Racer250

H10791

RACER-GoAnt
H11412

RACER-GoModF8 evo
H11669

RACER-GoModF6 evo
H11670

RACER-GoModF5 evo
H11668

GO-Hand-F6
H11671
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