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SPEAKER STANDS, BARS & ADAPTERS

: K Hilec
Stick-Lock e,

Part no. H11923 EAN 3662009029962
No more play between speaker and stand.

> Self-locking > With zero wobble and zero rotation

> Expanding speaker pole mount adapter that fits

any speaker to any stand

&];

E PRODUCT PAGE ONLINE
S
- hitmusic.eu/en/product/stick-lock

Manuals, compatible accessories and updates — scan the code or click the address.
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Technical specifications

Brand Hilec

Colour black

Load capacity 35 kg
Compatible socket diameter 35 to 37 mm
Support length 305 mm
Material steel

Net weight 0.45 kg
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DATASHEET - STICK-LOCK

Overview

No more play between speaker and stand.

Speaker sockets aren’t all the same diameter, and that small gap is all it takes to introduce play once the
speaker is up on its pole: it slides, it wobbles, it never quite sits still. The Stick-Lock fixes that at the source. Its
self-locking expanding mandrel spreads inside the speaker socket and takes up the slack, for a tight, precise fit

no matter which speaker you’'re mounting.

Stability you can feel immediately.

Once it's locked in, two things change right away: the speaker stops wobbling on the pole, with zero lateral play,
and it stops rotating on the pole. On a long-running show, an angle you set stays put, and the risk of an

accidental tip-over disappears. A level of rigidity and security a standard socket just can’t match.

Tool-free setup.

The Stick-Lock slides onto the stand’s pole and locks in place with a single side-mounted thumbscrew, then the
speaker seats onto the top and locks into place. No tools required, no fiddly adjustment: going from a standard

stand to a rock-solid mount takes seconds.

Key features:

Self-locking, expanding speaker pole mount adapter

Compensates for diameter differences between speaker sockets
Eliminates lateral play and stops the speaker from rotating on the pole
Thumbscrew locking, tool-free setup

Steel construction, 35 kg load capacity
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Compatible accessories

I'1 hitmusic
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PSA-15
B00617

PSA-10
B00629

SR10A
H10157

K Hilec
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NOVA-12A NOVA-15A

PSA-12 PPA-122
B00616 B08611

PSA-08 SR15A
B00628 H10159

H11229 H11230
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AMS50 (1 pair)
B00623

SR12A
H10158

NOVA-10A
H11228
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https://hitmusic.eu/en/product/psa-15/
https://hitmusic.eu/en/product/psa-12/
https://hitmusic.eu/en/product/ppa-122/
https://hitmusic.eu/en/product/am50/
https://hitmusic.eu/en/product/psa-10/
https://hitmusic.eu/en/product/psa-08/
https://hitmusic.eu/en/product/sr15a/
https://hitmusic.eu/en/product/sr12a/
https://hitmusic.eu/en/product/sr10a/
https://hitmusic.eu/en/product/nova-12a/
https://hitmusic.eu/en/product/nova-15a/
https://hitmusic.eu/en/product/nova-10a/
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