
H E A D P H O N E S

STUDIO
Part no.  H11870     EAN  3662009029436

A benchmark for neutral sound
reproduction.

The Audiophony STUDIO headphones are closed-back, circumaural monitoring headphones that
combine elegance and performance for producers and audio creators. Hard-shell carrying case
included —the headphones and their accessories are always protected when on the go.

PRODUCT PAGE ONL INE

audiophony.com/casques/studio.html
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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https://audiophony.com/casques/studio.html
https://audiophony.com/casques/studio.html
https://www.audiophony.com/downloads/STUDIO_QSG.pdf


Technical specifications

Frequency response 8 Hz – 40 kHz

Sensitivity (1W/1m) 98±3 dB

Impedance 32 Ω

Connector 3.5 mm jack + 6.35 mm adapter
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Overview

A benchmark for neutral sound reproduction.

The Audiophony STUDIO headphones are closed-back, circumaural monitoring headphones that combine
elegance and performance for discerning musicians, producers, and audio creators. Its 50 mm neodymium
driver delivers an exceptional frequency response from 8 Hz to 40 kHz, with a sensitivity of 98±3 dB and an
impedance of 32 Ω, ensuring clear, transparent, and neutral reproduction of the audio source. The neodymium
system and ultra-stable aluminum voice coil ensure an instantaneous dynamic response and faithful
reproduction of the sound spectrum, revealing every detail with precision.

This neutral sound reproduction allows you to hear all elements of the mix without coloration, reducing listening
fatigue during long production or listening sessions. Designed to meet the demands of professional studios, the
STUDIO headphones combine durability with precision craftsmanship. Their flexible manganese steel frame and
sliding aluminum headband provide a durable, distortion-free fit, even after repeated use.

Neutrality that serves the mix.

The 50-mm neodymium driver and its ultra-stable aluminum voice coil cover a frequency range from 8 Hz to 40
kHz, delivering faithful, uncolored reproduction that reveals every detail of the mix.

A durable, professional-grade design.

The flexible manganese steel frame and the sliding aluminum support ensure a stable, long-lasting fit, designed
to withstand repeated use without ever losing its shape.

Comfort and noise isolation for long sessions.

The stitched faux-leather headband and ultra-soft foam ear cushions covered in faux leather ensure long-lasting
comfort during sessions lasting several hours, while effectively blocking out ambient noise.

A sophisticated design for every listening experience.

Lightweight and elegant, the STUDIO headphones are equally suited for professional studio use and high-fidelity
listening on the go, without ever compromising on comfort or sound accuracy.

Other features:

Professional detachable cable — a 3-meter straight, single-sided cable with a braided sleeve, for complete
freedom of movement in the workspace.

Universal Connectivity — 3.5 mm jack with a screw-on 6.35 mm adapter, for direct connection to an audio
interface, mixing console, or portable audio source.
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Hard-shell carrying case — protects the helmet and its accessories while traveling.

Compatible with MIC-FLEX and MIC-REMOTE — turns the STUDIO headset into a headset with a microphone for
streaming, gaming, or video conferencing.

Technical Specifications:

Type:

Closed-back circumaural

Driver:

50 mm neodymium

Frequency response:

8 Hz – 40 kHz

Sensitivity:

98±3 dB

Impedance:

32 Ω

Rated power:

400 mW

Maximum power:

1800 mW

Reinforcement:

Flexible manganese steel

Mount:

Sliding aluminum

Headband:

Stitched faux leather

Cushions:
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Ultra-soft foam covered in faux leather

Included cable:

3-meter detachable single-sided cable with braided sheath

Connectors:

3.5 mm jack + screw-on 6.35 mm adapter
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Compatible accessories

MIC-FLEX
H11921

MIC-REMOTE
H11922
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https://hitmusic.eu/en/product/mic-flex/
https://hitmusic.eu/en/product/mic-remote/
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