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UHF410-Ant
Part no.  H10279     EAN  3662009013503

A remote antenna built for control, not
just range.

›  Directional remote antenna

›  5.5 dBi gain

›  BNC connector

›  Extends range and sharpens reception for a
UHF410 receiver installed away from the stage

PRODUCT PAGE ONL INE

audiophony.com/en/product/UHF410-Ant
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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https://audiophony.com/en/product/UHF410-Ant
https://audiophony.com/en/product/UHF410-Ant
https://www.audiophony.com/downloads/UHF410-Ant-Boost-Hold_manuel-V2-04-03-2026.pdf


Technical specifications

Brand Audiophony

Type directional (uni-directional) antenna

Frequency range 500 MHz – 1 GHz

Pickup angle ± 50°

Front-to-back ratio ≥ 18 dB

Antenna gain 5.5 dBi

Impedance 50 Ω

Connector BNC

Stand adapter 5/8″ × 27 brass thread

Dimensions 295 × 210 × 31 mm
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Overview

A remote antenna built for control, not just range.

The UHF410-Ant is an external receiving antenna, connected to the UHF410 receiver in place of (or alongside)
the stock whip antennas. It earns its keep the moment the receiver sits far from the action: tucked in a control
booth, inside a closed rack, or behind a wall that would otherwise eat into the signal. Two mounting options: on
a standard mic stand via a 5/8″ thread (3/8″ adapter included), or fixed to a wall or ceiling with the UHF410-Ant-
Hold bracket, sold separately. Either way, positioned in line of sight of the transmitter, it picks up the signal at
its strongest and feeds it back to the receiver over cable.

Directional by design, not omnidirectional.

Unlike an omnidirectional antenna that picks up signal from every direction at once, the UHF410-Ant focuses its
reception within a ±50° window, delivering 5.5 dBi of gain and a front-to-back ratio of 18 dB or better. Pointed
toward wherever the transmitters are moving, it favours the signal that matters and rejects interference coming
from everywhere else, a real advantage in a crowded RF environment (other wireless systems, Wi-Fi, nearby
transmitters), whether you're indoors or out.

Room to push the range further.

For runs where cable length starts eating into signal strength, the UHF410-Ant-Boost, a dedicated inline booster
that mounts straight onto the antenna, is available as an option.

Key features:

Directional remote antenna

500 MHz – 1 GHz frequency range

5.5 dBi gain, ±50° pickup angle, front-to-back ratio ≥ 18 dB

Mic stand (5/8″), wall or ceiling mounting

BNC connector, 50 Ω impedance

Compatible with the optional UHF410-Ant-Boost
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Compatible accessories

UHF410-Ant-Boost
H11864

UHF410-Ant-Hold
H11865

UHF410-Hold
H10277

UHF410-BNC1
H10641

UHF410-Rall1m
H10280

UHF410-Rall10m
H10281

UHF410-Split
H10278
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https://hitmusic.eu/en/product/uhf410-ant-boost/
https://hitmusic.eu/en/product/uhf410-ant-hold/
https://hitmusic.eu/en/product/uhf410-hold/
https://hitmusic.eu/en/product/uhf410-bnc1/
https://hitmusic.eu/en/product/uhf410-rall1m/
https://hitmusic.eu/en/product/uhf410-rall10m/
https://hitmusic.eu/en/product/uhf410-split/
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