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UHF410-BASE-F5
Part no.  H11026     EAN  3662009020846

The heart of your wireless microphone
system.

›  True Diversity UHF receiver

›  514–564 MHz

›  997 channels with automatic scanning

›  LCD screen

›  19″ rack-mountable

PRODUCT PAGE ONL INE

audiophony.com/en/product/UHF410-BASE-F5
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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Technical specifications

Brand Audiophony

Reception Type True Diversity

Frequency range 514–564 MHz

Channels 997 preset channels, 8 groups of 16 compatible channels

Display LCD (frequency, group, channel, RF, AF)

Audio outputs Balanced XLR, unbalanced 6.35 jack

Output level line or mic

Control Volume via a rotary knob on the front panel

Antennas Detachable BNC connectors

Power supply 12 V DC (adapter included)

Dimensions 200 × 42 × 183 mm (19″ rack-mountable, 2U)
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Overview

The heart of your wireless microphone system.

The UHF410-BASE-F5 is the central receiver around which a complete wireless microphone system is built:
When paired with a handheld vocal microphone or a belt-pack transmitter for a lavalier or headset microphone,
it receives and reproduces the RF signal sent by the transmitter. A reliable solution for singers, emcees,
lecturers, and teachers who need freedom of movement, with consistent audio quality.

Reliable reception, even in a crowded RF environment.

The UHF410-BASE-F5 features True Diversity reception: two antennas continuously receive the signal, and the
receiver selects the one with the best signal-to-noise ratio at any given moment. This mechanism ensures signal
continuity in an environment where multiple RF systems coexist, such as in a room where obstacles create dead
zones.

An automatic scan that reduces setup time.

997 programmable channels, divided into 8 groups of 16 channels that are compatible with each other within
the same group. The Auto-scan feature identifies an available frequency without requiring the installer to
manually test each channel one by one—a real time-saver for multi-channel installations.

Full front-panel control.

The LCD screen simultaneously displays the frequency, group, channel, and RF and AF levels, allowing for
immediate troubleshooting without having to navigate through submenus. Volume adjustment via a rotary
control that is directly accessible on the front panel.

Connectivity designed for integration.

Balanced and unbalanced audio outputs via XLR and 6.35 mono jack, with line or mic level selection depending
on the downstream equipment. Detachable BNC antennas, compatible with a wide range of accessories
(boosters, remote antennas, ceiling mounts) to build more complex installations without changing the receiver.

A format designed to fit into a technical rack.

Compact 19″ rack-mountable format: two UHF410-BASE-F5 receivers can be mounted side by side in a single
rack unit using the UHF410-Rack bracket, available separately.

Key Features:

True Diversity UHF Receiver
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997 preset channels, automatic scan, 8 groups of 16 channels

LCD screen: frequency, group, channel, RF and AF levels

XLR and 6.35 audio outputs, line or mic level

Detachable BNC antennas, compatible range of accessories

19-inch rack-mountable format (two units per rack with a dedicated accessory)

Technical specifications :

Compatible models:

UHF410-Body-F5: belt-pack transmitter

UHF410-HAND-F5: handheld microphone transmitter

UHF410-Rack: Mounting bracket for two 19-inch receivers
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Compatible accessories

UHF410-Split
H10278

UHF410-Rall1m
H10280

UHF410-HAND-F5
H11027

UHF410-Body-F5
H11028

UHF410-BNC2
H10639

UHF410-Rack
H10640

UHF410-Rall10m
H10281

UHF410-Ant-
CeilingF5

H11863
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