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UHF410-Head
Part no.  H10274     EAN  3662009013459

A discreet mic for hands-free work.

›  Condenser capsule headset mic

›  Mini XLR connection

›  For UHF410 bodypack transmitters

PRODUCT PAGE ONL INE

audiophony.com/en/product/UHF410-Head
Manuals, compatible accessories and updates — scan the code or click the address.

User manual (PDF)
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Technical specifications

Brand Audiophony

Mic type condenser capsule

Sensitivity -47 ± 4 dB

Polar pattern unidirectional cardioid

Frequency response 100 Hz - 10 kHz

Max operating voltage 10 V

Normal operating voltage 1.5 V

Current draw 0.5 mA max.

Signal-to-noise ratio above 60 dB

Construction rugged and hard-wearing

Included accessory windscreen

Connection mini XLR
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Overview

A discreet mic for hands-free work.

The UHF410-Head is a headset microphone, built to plug into the mini XLR input on a UHF410-Body bodypack
transmitter. A solid fit for presenters, teachers, or anyone else who needs both hands free while staying clearly
audible.

A comfortable fit, built to last.

Lightweight wireframe construction with an adjustable elastic headband, for a secure, comfortable fit even
through a long session. Rugged, hard-wearing build eliminates handling and movement noise, a real plus for
presenters on the move.

Precise, focused pickup.

The condenser capsule, running a unidirectional cardioid pattern, picks up voice from the front and cuts down
on surrounding ambient noise. Frequency response from 100 Hz to 10 kHz, signal-to-noise ratio above 60 dB, for
a clean, clear vocal sound. A windscreen ships with the mic.

Key features:

Headset mic, condenser capsule

Lightweight wireframe, adjustable elastic headband

Rugged, hard-wearing build

Unidirectional cardioid pattern

100 Hz - 10 kHz frequency response

Mini XLR connection, compatible with UHF410-Body transmitters

Windscreen included
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Compatible accessories

UHF410-Body-F8
H10273

UHF410-Body-F5
H11028
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