I'1 hitmusic

FICHE TECHNIQUE * CLPRO-XMXF/OS Fabrigue sensorielle

CORDONS PREMIUM - REAN, CORDONS XLR/XLR

Hl Hilec

Référence H11154 EAN 3662009022192

> Cordon microphone XLR femelle / XLR male

avec connecteurs Rean

FICHE PRODUIT EN LIGNE
hitmusic.eu/produit/clpro-xmxf-0-5

Notices, accessoires compatibles et mises a jour — scannez le code ou cliquez sur I'adresse.
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FICHE TECHNIQUE * CLPRO-XMXF/OS Fabrigue sensorielle

Caractéristiques techniques

Longueur 0,5 m

Cordon Ligne, Micro

m Hllec CLPRO-XMXF/0.5 - H11154 - hitmusic.eu - Mise a jour 15/09/2026 page2/4

ssssssssssssssssssssss



I'1 hitmusic

FICHE TECHNIQUE * CLPRO-XMXF/OS Fabrigue sensorielle

Accessoires compatibles

wEEes e

WEBAMP PRE WEBAMP 200 Air S2 Stage Air S3 Presenter
B08216 B08215 H11883 H11884
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FICHE TECHNIQUE * CLPRO-XMXF/OS Fabrigue sensorielle

Photo

M Hilec

LIGHT & SOUND ACCESSORIES

High Performance Microphone Cable

REANXLR conneclors 0.22 mm? / 28 x 0.10 mm / AWG 38
700 7x0.20mm?
—— — I Conducteur/Conductor AWG24
ID]IID]@ — 19.4 Cuivre/Copper
— — =
67.0 _‘ ’ Isole\mt/lnsulator
g — | Polyéthyléne/Polyethylene @ 1.5mm
: — 19.4
ﬁ @ = l Isolant/Insulator

PVC

fr e Blindage/Shield
+ Cuivre/Copper

Pve @59
REAN

CONNECTORS BY REAN
REAN a brand of Neutrik AG
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