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Fabrigue sensorielle

LASERS
£ IBSYSTEMS
SMOOTH SCAN-3 Mk2
Référence B06221 EAN 5420025662215
> Laser bicolore trés attractif pour les D) > Les pubs et les petites discothéques ( 50mW

vert + 100mW rouge )

oTH SCAN-3 MK2

0
SMOT L aser

FICHE PRODUIT EN LIGNE
jb-systems.eu/fr/smooth-scan-3-mk2-laser

Notices, accessoires compatibles et mises a jour — scannez le code ou cliquez sur I'adresse.

Notice d'utilisation (PDF)
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Caractéristiques techniques
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Fabrigue sensorielle

Couleurs pilotables

Indice de protection

Fonction

Protocole

£ IBSYSTEMS

Rouge, Vert

IP20

Télécommande sans fil

DMX
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Photo

SAF EYE
ATTAC.  AFETY
CABLE HERE = *

FUNC UP_ DOWN ENTER

CAUTION

RISK OF ELECTRIC SHOCK
DISCONNECT INPUT POWE|
BEFORE OPENING Tij=

WARNING: THIS APPLIANCE MUST B!

LASER

L Y] £Z4UVacsu/60Hz
FUSE:1A/250Vac slow

SMOOTH SCAN-3 Mk2 LASER - B06221 - hitmusic.eu - Mise & jour
£ 1B8SYS age5/6
JBSYSTEMS 29/07/2026 pag



I'1 hitmusic

FICHE TECHNIQUE - SMOOTH SCAN-3 MK2 LASER Fabrique sensorielle

Photo

SMOOTH SCAN-3 Mk2 LASER - B06221 - hitmusic.eu - Mise & jour
£ IBSYSTEVIS 6/6
29/07/2026 page 6/



